NOV@STAR

V X6S

All-in-One Controller

N
o

o

User Manual

Document Version: V1.3.0

Document Number: NS160100519



Copyright E N@vaSta® Texhi Cod.alnd. All Rights Reserved.

No part of this document may be copied, reproduced, extracted or transmitted in any form or by any
means without the prior written consent of Xi¢

Trademark

NDVASTARi a trademark of Xib6an NovaStar Tec¢

Statement

You are welcome to use the product of Xib6an No
NovasStar). This document is intended to help you understand and use the product. For accuracy and
reliability, NovaStar may make improvements and/or changes to this document at any time and
without notice. If you experience any problems in use or have any suggestions, please contact us via

contact information given in document. We will do our best to solve any issues, as well as evaluate
and implement any suggestions.

www.novastar.tech



VX6s All-in-One Controller
User Manual Preface

Preface

Overview

The VX6s is an all-in-one controller that integrates sending card functions with video
processing. Designed with powerful video processing capability, it supports 10 video
inputs and 6 Gigabit Ethernet outputs.

Based on the powerful FPGA processing platform, the VX6s supports multiple
transition effects, such as quick seamless switching and fade, providing flexible
display controlling and outstanding video presentations.

The VX6s is equipped with an expansion card which can connect a USB drive to play
the media files stored in it. By connecting a mouse and monitor, the USB playback
can be intuitively monitored in real-time.

Reader

This document is intended for the following personnel:

Technical support engineers
On-site operators

Symbols

Description

High voltage danger: Operating voltage of the product ranges from 100
to 240 VAC.

Grounding: The product connects to the ground upon the ground wire of
the power supply. Please ensure good grounding of the grounding
conductor.

Electromagnetic interference: The device shall be kept away from
magnet, motor or transformer.

Please put the device in a dry and clean environment. In case of liquid
immersing, please pull out the power plug immediately.

Keep the device away from explosive or flammable articles.

Forbid liquid or metal fragment immersing towards the machine interior
to avoid security accidents.

BB BB BB
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Change History

Version

Hardware
Version

Release
Date

Description

V1.3.0

V1.1.0.0

2019-10-31

. Added the display of input source
resolution on home screen.

V1.2.0

V1.1.0.0

2019-08-21

. Added the SDI1 de-interlacing function.
. Added the SDI synchronization function.
. Deleted the OSD function.

V111

V1.0.6.0

2019-07-17

Optimized the home screen descriptions.

. Added the descriptions of sync source
statuses.

. Added the description of backup mode
enabled.

V1.1.0

V1.0.6.0

2019-05-16

. Updated the device rear panel picture.

. Added the hardware version description.
. Changed part of menu names.

. Adjusted the menu order.

V1.0.1

N\A

2019-03-21

. Updated the hardware version.

. Added the description for Video Sync Mode.

V1.0.0

N\A

2019-03-09

First release
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1 Overview

Overview

The VX6s is an all-in-one controller that integrates sending card functions with video
processing. Designed with powerful video processing capability, it supports 10 video
inputs and 6 Gigabit Ethernet outputs.

Based on the powerful FPGA processing platform, the VX6s supports multiple
transition effects, such as quick seamless switching and fade, providing flexible
display controlling and outstanding video presentations.

The VX6s is equipped with an expansion card which can connect a USB drive to play
the media files stored in it. By connecting a mouse and monitor, the USB playback
can be intuitively monitored in real-time.
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Appearance

2.1 Appearance

Front Panel

@ ~rovasTAR
on

LED Display Video Controller

1 2 3 4 5 6 7 8
No. | Button Function
1 ON/OFF Power button

button

2 OLED screen | Displays the current status and setting menu of the device.

3 Knob . On the home screen, pressing the knob enters the
operation menu screen.

. On the operation menu screen, rotating the knob selects a
menu item, and pressing the knob confirms the selection or
enters the submenu.

. When a menu item with parameters is selected, you can
rotate the knob to adjust the parameters. Please note that
after adjustment, you need to press the knob again to
confirm the adjustment.

4 ESC button Pressing the button exits the current menu or operation.

www.novastar.tech 2
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5 Window Pressing a button enters the corresponding window property
control menu.
buttons Statuses of button indicators:

. On: The window is open.

. Off: The window is closed.

. Flashing: The window is being edited.

. When a window is open, holding down the window button
can close the window.

. In the USB playback mode, you can play, pause, play
previous, play next or stop current playback.

. SCALE: This is a shortcut button for auto fit function. You
can press this button to make the window of the lowest
priority fit the screen.

6 Input source | Pressing the button switches the input source for the
buttons window. The button indicators indicate the statuses of the
input source.

Button indicator descriptions:

. Always on: The signal source is accessed.

. Flashing: The input source is in use, but no signal source is
accessed.

. Off: The input source is not in use and no signal source is
accessed.

7 Function . TAKE: In the switcher mode, pressing the TAKE button
buttons can switch the PVW to PGM seamlessly with the transition
effect set previously.

. FN: A custom menu button. In USB playback mode, press
the button to play the media files in USB drive.

8 USB . USB (Type-B): Connects to the upper computer.

. USB (Type-A): A reserved port

Rear Panel

Input
Connector Quantity | Description
3G-SDI 2 . Supports input resolutions up to 1920x1080@60Hz

and downward compatibility.
. Supports both progressive and interlaced signals.
. SDI1 supports de-interlacing.

www.novastar.tech
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USB 2.0 2 Connects to a mouse/keyboard, or connects to a USB
drive to play media files stored in the drive. The
supported USB drives and the formats of the media
files in it are described as follows.

. USB drive: FAT/FAT32
The USB drive cannot be a partitioned one or used
as the system startup disk.
. Picture file format: JPG, JPEG, BMP, PNG and
WEBP
. Video file format: MP4, AVI, MKV, MOV, 3GP, FLV
and MPG
Video coding: MPEG-1/2, MPEG-4, H.264/AVC,
MVC, H.265/HEVC, H.263, GOOGLE VP8, VC-1
and MOTION JPEG
. Audio file format: MP3, WMA, WAV and 3GP
Audio coding:
i MPEG Audio: MPEG1/2/2.5 Audio Layerl/2/3
1 Windows Media Audio: WMA Version4/4.1/7/8/9,
wmapro
i WAV Audio: MS-ADPCM, IMA-ADPCM, PCM
1 FLAC Audio: Compress Level 0-8
i AAC Audio: ADIF ATDS Header AAC-LC and
AAC-HE, AAC-ELD
1 AMR Audio: AMR-NB, AMR-WB
DVI 2 . VESA standard
Supports input resolutions up to 1920x1200@60Hz
and downward compatibility.
. Supports HDCP.
. Supports only progressive signals.
DVI LOOP 1 DVI loop output connector
HDMI 2 . Supports input resolutions up to 1920x1200@60Hz
and downward compatibility.
. Supports HDCP.
. Supports only progressive signals.

Output

Connector Quantity | Description

Ethernet 6 6 Ethernet outputs

DVI 1 A monitoring connector, which can be set to preview
the editing image or monitor the PGM

Control

Connector Quantity | Description

www.novastar.tech
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ETHERNET 1

Connects to the PC for communication, or to the
network.

USB (Type-B) | 1

. Connects to the PC for device control.
. Used as the input port for cascading devices

USB (Type-A) | 1

Used as the output port for cascading devices

2.2 Applications

Control Computer

DVI Input

olfEEEgo
oo

Camera
HDMI Input Monitor

Note:

This product should be use horizontally only. Wall mounting is not permitted.
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2.3 Home Screen

After the VX6s is powered on, the home screen is shown in the figure below.

Figure 2-1 Home screen

A Vx6s 192.168.0.10 4
1 HDMI1 1920x1080| | gcreen: 1920x108q' 2
DVI1 1920x1080|| 1|2 |3 | #:20% i 7
(3] HDMI2 1920x1080| | 4 | 5 | 6 | [ %«ﬂ

3 4 5 6
No. Icon Description
1 / Product name and device IP address
2 / Resolution of configured screen and output refresh rate
3 1 Homit | Current window status, input source and input source

resolution of each window

Window 1 is enabled, the input source is HDMI1 and the input
source resolution is 1920x1080.

bvit | Window 2 is enabled, the input source is DVI1 and the input
source resolution is 1920x1080.

4 123 Ethernet port 4 is used for output and the device works in
4|56 primary mode.
2 Ethernet port 4 is used for output and the device works in
4|58 backup mode.
In backup mode, the small triangle icon at the top left flashes.
5 2 Sync mode is not enabled.
Sync mode is enabled and DVI 1 is used as the sync source.
Set DVI 1 as sync source successfully.
Sync mode is enabled and DVI 2 is used as the sync source.
Set DVI 2 as sync source successfully.
Sync mode is enabled and HDMI 1 is used as the sync source.
Set HDMI 1 as sync source successfully.
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Sync mode is enabled and HDMI 2 is used as the sync source.
HZ Set HDMI 2 as sync source successfully.

Sync mode is enabled and SDI 1 is used as the sync source.
Set SDI 1 as sync source successfully.

sONZ Sync mode is enabled and SDI 2 is used as the sync source.

Set SDI 2 as sync source successfully.

6 4 The device is not connected to the control computer.
- The device is connected to the control computer via USB port.
= The device is connected to the control computer via Ethernet
port.
7 ®-20% | LED screen brightness
Other a . Hold down the knob and ESC button simultaneously to lock

or unlock all the buttons.

. If the icon & appears on the home screen, all the buttons
are locked currently and cannot be operated.

All the buttons are unlocked.

www.novastar.tech
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Menu Operations

The VX6s has powerful functions and is easy to operate. By using the knob and ESC
button, you can perform any operations. Besides, you can switch the input sources
by pressing only one button.

3.1 Operation Instructions

Knob

On the home screen, pressing the knob enters the operation menu screen.

On the operation menu screen, rotating the knob selects a menu item, and
pressing the knob confirms the selection or enters the submenu.

When a menu item with parameters is selected, you can rotate the knob to
adjust the parameters. Please note that after adjustment, you need to press the
knob again to confirm the adjustment.

ESC

This is a return button used to exit current menu or operation.

Button Locking and Unlocking

Hold down the knob and ESC button simultaneously for 3s or longer to lock or unlock
all the buttons.

3.2 Screen Brightness

This function is used to adjust the LED display brightness.

On the home screen, press the knob to enter the menu. Then, rotate the knob to
select Screen Brightness and press the knob to enter the brightness adjustment
status. At last, rotate the knob to adjust the brightness value. After you set the
brightness value, press the knob to confirm it.

www.novastar.tech 8
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Figure 3-1 Screen brightness

3.3 Screen Settings
3.3.1 Quick Configuration

Prerequisites

20% Screen Brightness 20%
Screen Settings > Screen Settings >
Window Settings > Window Settings >
Input Settings > Input Settings >
Display Control > Display Control >
Preset Settings > IIII Preset Settings >
Image Mosaic > Image Mosaic >
Advanced Settings > Advanced Settings >
Factory Reset Factory Reset

Communication Settings Communication Settings  »
Language > Language b

The LED screen is a regular one, not an irregular one.

The cabinets of the LED screen are regular, and each cabinet has the same
resolution.

The cabinet connection (data flow) must be one of the following 8 patterns. The
physical connection of cabinets loaded by each Ethernet port must be along the
same direction.

-

- 1 [y
5 13
During data flow settings, ensure that the Ethernet port 1 is at the beginning

position of the whole physical connection and the ports must be connected in
order.

-

Operating Procedure

Step 1
Step 2

Power on the LED screen.

On the menu page, choose Screen Settings > Quick Config to enter the Quick

Config page.

Step 3 Set Cabinet Row Qty and Cabinet Column Qty (number of cabinet rows and

columns) based on actual conditions of the LED screen.

www.novastar.tech
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Figure 3-2 Quick configuration

Screen Brightness 20%

Screen Settings >
Window Settings >
Input Settings >
Display Control >
Preset Settings >
Image Mosaic >
Advanced Settings >

Factory Reset
Communication Settings >
Language >

2

Quick Config
Load RCFGx Files
Save to RV Card
Advanced Config
More Settings

>
>
>
>
>

Iy

Cabinet Column Qty
Port 1 Cabinet Qty
Data Flow (Front View)

Cabinet Row Qty

13
18

>

Step 4 Rotate the knob to select Port 1 Cabinet Qty (number of cabinets loaded by

Step 5

Ethernet port 1) and set the number of cabinets.

Note:

The number of cabinets loaded by Ethernet port should follow the rules below.

Ethernet port 1 3 Ethernet port 2 3 Ethernet port 3 3 Ethernet port4 3
Ethernet port 5 3 Ethernet port 6

The number of cabinets loaded by each Ethernet port must be the integral multiple of
the number of cabinet rows or columns in the LED screen.

Rotate the knob to select Data Flow (Front View) and press the knob to select one
data flow according to current cabinet connection.

When setting the data flow, you can view the results of different data flow patterns in
real time on LED display by rotating the knob. When you are satisfied with the LED
display image in which no image parts are overlapped or displayed repeatedly, press
the knob to apply and save the selected data flow. If you press the ESC button, you
will exit current operation and the data flow in preview will not be saved.

Figure 3-3 Data flow

Cabinet Row Qty
Cabinet Column Qty
Port 1 Cabinet Qty
Data Flow (Front View)

13
18
39
>

3.3.2 Loading RCFGx Files

After the LED screen is powered on, if a certain cabinet or the entire LED screen
cannot be lit, you can load the receiving card configuration files (namely RCFGx files)
that have been configured on NovaLCT software to the VX6s.

Step 1

I 2

= B
= fU =2 Ut

On NovalLCT, after you configured the screen, click Save to File to save the

configuration file to PC.

www.novastar.tech
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Step 2 On NovalLCT, choose Tools > Controller Cabinet Configuration File Import, click

Figure 3-4 Saving receiving card configuration file

Line Changing ... 3

Minimum OE wid
Brightness Effi...

160 ns
68.96%

-
R

S
>l

(0~12)

Screen Configuration-COM99 = O X
Sending Card | Receiving Card | Screen C i
Module Information
Chip: Common ¢ Size: 32Wx16H Scanning Type  1/8 scan
Direction: Horizontal Decoding Type  74HC138 Decoding Data Groups 2
Cabinet Information
Set CabinetR:
@® Regular O Irregular
Width (Pixel) 32 5 <=65 Please A th Height Please ~
> make sure ke
Height (Pixel) |16 & <=128 that the aacing sivor Cieass e el
width and and height
Module Casc... |Fromright to left || heightof [Construct Ca ] [ View ::a:met] of the v
Performance Settings
[ Linear.. [] 18bit+
Refresh Rate 4380 v| Hz Refresh Rate Ti... 4 o
Grayscale level | Normally bright Grayscale Mode | Refreshing rate firs
Shift ClockFre... |425 v| MHz Duty cycle 50 v| (25~75)%
Phase Position 6 v Low GrayscaleC... 0 £
Row Blanking ... |15 (=1.20us) GhostControl En... |13 —;—' (1~14)

Add Configuration File and select the configuration file you have saved to PC in

step 1.

Figure 3-5 Importing con

troller cabinet configuration file

System(S)  Settings (C) l

Screen Configuration
Local System Information

Brig

Tools(T) | Plug-in (F)

User(U) Language(l)

Help(H)

Calibration(C)

Screen Control(P)
Monitoring(M)

Led Error Detection(T)
Multi-batch Adjustment(B)

07 AN

-function Card | Test Teol

Control System 1

Controller Cabinet Configuration File Import (E)

etails of Device

Maonitor Information

Qickly Adjust Dark or Bright Lines(Q)
Video Control(V)
Module ID setting

[

O U
o o

Service Status: Semvice versiontest
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Step 3 Review the configuration file name and click Save the Change to HW to save the
configuration file to the VX6s.

Figure 3-6 Saving configuration file to VX6s

Import the Configuration File of Controller Cakinet

Select Serial Port | COMES

-,

l
e
—
_;I

l
I
e

Sending Card Mame Setting
] Enable Naming

Name
&

- 2 (.

3.3.3 Saving to RV Card

After the cabinet configuration file is loaded or the receiving card color is changed, if
you save the configuration data to receiving card by using the Save to RV Card
function, the configuration data will not be lost even if power failure occurred.

Figure 3-7 Saving to hardware

Quick Config >
Load RCFGx Files >
Save to RV Card >
Advanced Config >

More Settings > "II Save to receiving card?
Yes
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3.3.4 Advanced Configuration

The connection of cabinets loaded by each Ethernet port must follow the 8 data flow
patterns provided in the VX6s.

In advanced configuration, you must manually set the Cabinet Row Qty, Cabinet
Column Qty, Horizontal Offset, Vertical Offset and Data Flow for each Ethernet
port. It is recommended that you use this function under guidance of technical
personnel.

Figure 3-8 Advanced configuration

Quick Config > Status Enable
Load RCFGx Files > Portl Settings >
Save to RV Card > Port2 Settings >
Advanced Config > Port3 Settings >
More Settings > Port4 Settings >
"II Port5 Settings >
Port6 Settings >
Apply >

3.3.5 More Settings

You can set the LED screen color, image offset, configuration template and cabinet
mapping information.

Figure 3-9 More settings

Screen Brightness 20% Quick Config >
Screen Settings > Load RCFGx Files >
Window Settings > Save to RV Card >
Input Settings > Advanced Config >
Display Control > More Settings >
Preset Settings > IIII

Image Mosaic >

Advanced Settings >

Factory Reset

Communication Settings >

Language >

LED Screen Color

You can adjust the color (hamely image quality) of the images displayed on the
screen, including Gamma, color temperature, red/green/blue brightness (R/G/B), and
reset the image quality to the default values.
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Figure 3-10 LED screen color

Mapping
When the Mapping function is enabled, each cabinet's receiving card No. and

Ethernet port information will be displayed on the LED display, which makes it
convenient to check the cabinet information.

Image Offset

You can adjust the position of the image displayed on the screen, including its
horizontal start position and vertical start position.

Figure 3-11 Image offset

Configuration Template

The VX6s supports configuring 3 templates of screen configuration. After the screen
is configured, save the configuration parameters as a configuration template. The
screen configuration parameters can be directly applied by choosing a template.
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